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WIDE TOP INTERIOR LAMP
It  is  perfect  for  interior  lighting in  households,  waiting rooms of  offices and institutions,  common commercial  spaces.  Both surface and
suspended installation methods are available. Light distribution - direct (downward).

Light characteristics
Lighting Effectiveness ≥80 lm/W; ≥100 lm/W

Beam Angle 120°

Temperature (CCT) 3000K; 4000K; CCT; RGBW

Color Rendering Index (CRI) RA≥80

LED chip brand PHILIPS

 

Common parameters
IP Rating IP40

Housing Aluminum; Opal diffuser

Housing form Round; Square

Housing colour White; Black; Gold; Silver

Warranty 3 yrs; 5 yrs

Certificates CE; ROHS

Electrical data
Voltage 100-277V AC

Power Factor (PF) >0,95

Power supply brand LIFUD; MEANWELL

 

 

 

Operating conditions
Ambient Temperature -15°C to +40°C

Dimmable 0-10V; DALI, TRIAC; RGBW

 

 

 

 

Model parameters

Model Power Light flux Size (mm)

CDR-3522NB-E 22W 2200 lm Ø350x100

CDR-3525NB-E 25W 2500 lm Ø350x100

CDS-3525NB-E 25W 2500 lm 450x450x100

CDR-4535NB-E 35W 3500 lm Ø450x100

CDS-3535NB-E 35W 3500 lm 450x450x100

CDS-4540NB-E 40W 4000 lm 450x450x100

CDR-4545NB-E 45W 4500 lm Ø450x100

CDS-4545NB-E 45W 4500 lm 450x450x100

CDR-4560NB-E 60W 6000 lm Ø450x180


